
UTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS WELL LOG ELECTRICLOGS FILE X WATER SANDS LOCATlON INSPECTED GAS SUB REPORT/abd.

DATE FILED 6-30-82
LAND: FEE & PATENTED STATE LEASE NO PUBLICLEASE NO U-13371 INDIAN

DRILLINGAPPROVED: 6-30-82
SPUDDED IN:

COMPLETED: PUT TO PRODUCING

INITIAL PRODUCTION:

GRAVITY A.P.I. .a

GOR:

PRODUCINGZONES

TOTAL DEPTH:

WELL ELEVATION:

DATE ABANDONED .

FIELD:

UNIT:

COUNTY: GRAND
WELL NO TOC USA #15-11 API NO. 43-019-30959
LOCATION 2112 i FT FROM ( (S) LINE, i FT. FROMgW) LINE. W SW 1/4 - 1/4 SEC 15

TWP RGE. SEC OPERATOR TWP. RGE. SEC. OPERATOR

178 24E 15 TENNECO OIL



Form OGC-la SUInllT IN 'LICATE*
STAT F UTAH (Other in ions on

revers e)
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING s. Lease vesienation and serini No.

U-13371

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK c. u in.usa. Anou.c or y,n,e s...

la. Type of Work 7. Unit Agreement Name
DRILL DEEPEN O PLUG BACK O

L. Type of Well
Oil Gas Single Multiple 8. Varm or Lease Name
Well Well Other Zone Zonei¯Name

of operator TOC USA
9. Well No.

Tenneco Oil Company
J. Address of Operator

15-11
10. Fielcl and Fool, or

P. O. Box 3249, Englewood, CO 80155
4. Location of Well (Report location clearly and in accordance with any State requirements.*I

At surface 2137 . 4 ' FNL 28 2 . 9 ' FWL 11. Sec.. T., R.. M., or Blk.
and Survey or Area

At proposed pod. zone 2111.8' FSL 1248.8' FWL Sec. 15, Tl7S R24E

14. Distance in miles and direction from nearest town or post office* 12. County or Parrish 13. State

1 miles NW of Mack, CO Grand UT
15. Distance from proposed• 16. No. of acres in lease 17. No. of acres assigned

location to nearest to this well
property or lease line. ft.
(Also to nearest drlg. line, if any) 282.9' 240 240

18. ÕÀtancefrom proposed location* 19. Proposed depth 20. Rotary or enble tools
to nearest well, drilling, completed,
or applied for, on this lease, ft 4862 '

, Rotary
21. Elevations (Show whether DF, RT, GR, etc.) 22. Approx. date work will start*

5678 ' ground August 1982
23. PROPOSED CASING AND CEMENTING PROGRAM

Size of Hole Size of Casing Weight per Foot Setting Depth Quantity of Cement
I

17-1/2" 13-3/8" 54.5# new - 80' Circ cmt to surface
11" 8-5/8" 24# new - 1348' Circ cmt to surface

7-7/8" 4-1/2" 11.6# new - 4862' Circ cmt to cover all prod.
zones

See attached drilling procedure

The gas is dedicated

Archaeology for surface location (done as Hogle USA 15-5) attached.

Prestake clearance for surface Ñc$Ë s 5) attached.
OF UTAH DIVISION OF
OIL, GAS, A NING

DATE: 9
BY:

IN ABOVE SPACE .DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new pro-

«luctive zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

24.

(This space for Federal or State office use)

Permit No.............................. .

........................................... Approval Date ................... .. ........ .........-........ .. ........................... ........ ......

Approved by.................................. .. ...
........................-...........

Title......-...-....-...................... .................................................. Date.. .....

Conditions of approval, if any:

*See Instructions On Reverse
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TENNECO OIL COMPANY
ROCKY MOUNTAIN DIVISION
6061 SOUTH WILLOW DRIVE

ENGLEWOOD, COLORADO 80015

DRILLING PROCEDURE

DATE: June 15, 1982

LEASE: TOC USA WELL NO.: 15-11

LOCATION: 2137.4' FNL, 282.9' FWL - Surface Location
2111.8' FSL, 1249.8' FWL Hole Location @ top of Dakota Silt

Target
3299.8' FNL, 1378.7 FWL Hole Location @ T.D.

FIELD: Bryson Canyon

ELEVATION 5678' G.L.'

TOTAL DEPTH: 4553' T.V.D.
4862' M.D.

PROJECTED HORIZON: MORRISON

SUBMITTED BY: Jn

CC: Administration
Field



ESTIMATED FORMATION TOPS

T.V.D. M.D. S.S.

Wasatch SURFACE

Castlegate 628' 630' +5050' (Water)

Mancos B 1318' 1349' +4360' (Gas)

Dakota Silt 4148' 4422' +1530' (Gas)

Dakota Sand 4268' 4552' +1410' (Gas)

Morrison 4408' 4704' +1270' (Gas)

TD 4553' 4862' +1125'

1. No abnormal pressures, temperatures or H2S is anticipated on this
hole.

2. Reserve pit shall be fenced on 3 sides during drilling operations in
order to comply with BLM and USGS regulations.

3. Water may be encountered at top of



DRILLING, CASING AND CEMENT PROGRAM

1. MIRURT

2. Set 80' of 13-3/8" casing to be used as surface casing. Cement with
sufficient volume to circulate cement to the surface.

3. Nipple up casing flange, BOP's, and choke manifold. Pressure test
BOP's, manifold, etc. to 1500 psi for 15 minutes.

4. Drill 11" hole to the kick off point at 200' TVD. Pick up downhole
motor, bent sub and monel drill collar. Build angle at 20/100' to
a maximum angle of 220 57' at 1348' M.D., 1317.39' T.V.D.
Departure will be 226.90' at S 430 18' 33" E. Surveys will be
taken as needed. Run 8-5/8" 24# K-55 ST&C casing to T.D. Cement
with sufficient volume to circulate cement to the surface. WOC.

5. Nipple up casing head, BOP's, rotating head and choke manifold.
Pressure test BOP's, manifold, etc. to 1500 psi for 15 minutes.

6. Pick up packed BHA. and control drill 7-7/8" hole with air to top of
Dakota Silt at 4422' M.D., 4148' T.V.D. Departure will be 1425.94'
at S430 18' 33" E. Lay down packed BHA. Continue control drilling
with slick assembly to T.D. of 4862' M.D., 4553' T.V.D. Departure

will be 1597.50' at S 430 18' 33" E. Surveys will be taken as
needed.

7. Log well as per G.E. department recommendations.

8. If well is productive, run 4-1/2", 11.6#, K-55, ST&C casing to T.D.

Cement with sufficient volume to cover all possible productive zones.

9. If the well is non-productive, P & A as per Regulatory Agency

specificiations.

CASING PROGRAM

SURFACE: 0-80' 80' 13-3/8", 54.5#, K-55, ST&C

INTERMEDIATE: 0-1348' M.D. 1348' 8-5/8", 24#, K-55, ST&c

PRODUCTION: 0-4862'M.D. 4862' 4-1/2", 11.6#, K-55, ST&C



MUD PROGRAM

0-80' Spud mud. Viscosity as needed to clean hole.

80'-1348' M.D. 3% KCL water. Mud sweeps as needed to clean hole.

1348'-4862' M.D Air or Air/Mist w/ 3% KCL.

NOTE: Should the hole become wet or encounter large gas flow which
require mud up, keep the weight as low as possible, vis as
needed, and W.L. + 6 cc. w/ 3% KCL.

EVALUATION

Cores and DST's:

NONE.

Deviation Surveys

0-80' Every 100' unless hole conditions prohibit running the
surveys. Maximum deviation at T.D. 1°.

80'-1348' M.D. As needed for controlled directional drilling.

1348'-4862' M.D. As needed for controlled directional drilling.

Samples:

One full bag every ten feet from 3820' M.D. to T.D.

Logs:

Intermediate Hole - as specified by G.E. Department

Production Hole - as specified by G.E. Department.

BLOWOUT EQUIPMENT

1. Double ram hydraulic with pipe and blind rams operated by an
accumulator.

2. Rotating head on air or air/mist holes.

3. Preventors must be checked for operation every 24 hours. This check
must be recorded on the IADC Drilling Report



l

REPORTS

Drilling Reports for the past 24 hours will include depth, footage, time
distribution, activity breakdown, mud properties, bit record, bottom hole
assembly, daily and cumulative mud cost, deviation surveys, and other
pertinent information to be called into Division Office by 7:30 AM Monday
thru Friday.

TENNECO OIL COMPANY
P.O. Box 3249

ENGLEWOOD, COLORADO 80155
PHONE: 303-740-4800

OFFICE DIRECTORY

Charles R. Jenkins 740-2575
Ted McAdon 740-2576
Tom Dunning 740-4813
Dale Kardash 740-4809

In case of emergency or after hours call the following in the preferred
order.

(1) Charles R. Jenkins 740-2575 Office
Division Drilling Engineer 989-1727 Home

(2) Ted McAdam 740-2576 Office
Senior Drilling Engineer Specialist 978-0724 Home

(3) Harry Hufft 771-5257 Home
Division Production
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A (Optional)
R PIPE RAMS -------- ---

Optiona/ PIPE RAMS

Arrangement .

R BLIND RAM BLIN RAMS

r----------, r•--A
8.- -J

2

Check Gote or Gote or

2

Kill line from mud pump volve boll boll volve
volve

ne between we// ond
ohe manifold to be we/ded

and flanged connections.

I
Adjustable Choke ,,

2 g/ To ottive mud pits.

2" Gote or boll volve

2" Gate or ball volve

2 2
To flore pit.

From weit
2" Gofe or bolf volve

To flore pit.
Adjustable Choke

CHOKE MANIFOLD

All equipment to be 3,000 psi working pressure except as noted.
Rd Double rom type preventer with two sets of roms.
R Single ram type preventer with one set of roms.
S Drilling spool with side outlet connections for choke ond kill lines.
A Annular type blowout preventer. (Optional)

ARRANGEMENT B

TENNECO OIL COMPANY
ROCKY MOUNTAIN DIVISION

REQUIRED MINIMUM
BLOWOUT PREVENTER AND

CHOKE MANIFOLD
J. MAGILL 10-26-79



$ •
TENNECO OIL COMPANY - 10 POINT PLAN

1. The geological name of the surface formation: Wasatch

2 & 3. Estimated formation tops: (see attached Drilling Procedure)

4. Proposed Casing Progam: (see attached Drilling Procedure)

5.. Blowout Preventors:

Hydraulic double ram. One set of rams will be provided each size
drill pipe in the hole. One set of blind rams at all times. Fill
line will be 2", kill line will be 2", choke relief line will be 2".
BOP's, drills and tests will be recorded in the driller's log. BOP
will be tested every 24 hours and recorded in IADC log.

6. Mud Program: (Sufficient quantity of mud and weight material will
be available on location). (see attached Drilling Procedure)

7. Auxiliary Equipment:

a. Kelly cock will be in use at all times.
b. Stabbing valve to fit drill pipe will be present on floor at all

times.
c. Mud monitoring will be visual. No abnormal pressures are

anticipated.
d. Floats at bits.
e. Drill string safety valve(s) to fit all pipe in drill string will

be maintained on the rig floor while drilling operations are in
progress.

8. Coring, logging, and testing program: (see attached Drilling
Procedure)

9. No abnormal pressures, temperatures or potential hazards such as
H2S are expected to be encountered.

10. The drilling of this well will start approximately (August 1982 )
and will continue for 10 to 12 days.

Your office will be notified of spudding in sufficient time to witness
cementing operations. Immediate notice will be given on blowouts, fires,
spills, and accidents involving life threatening injuries or loss of life.
Prior approval will be obtained before appreciably changing drilling program
or commencing plugging operations, plug back work, casing repair work or
corrective cementing



I. EXISTING ROADS

A. Proposed Well Site Location: SE/NW quarter of Section 15, Tl7S, R24E
Grand County, UT. See Figures l and 2.

B. Planned Access Route: Proceed west on U. S. Highway 6 and 50 approximately
15 miles to Westwater Creek Road, turn right and proceed in a northwesterly
fashion for 12.5 miles, turn at East Canyon and go another 3.5 miles to
location. See Exhibits 3 and 4.

C. Access Road Labelled:

- Color Code: Blue - Improved surfaced roads
Red - New access road to be constructed

D. Not applicable, the proposed well is a development well.

E. The existing roads are shown in Figures 3 and 4.

F. Existing Road Maintenance or Improvement:

II. PLANNED ACCESS ROUTE

A. Route Location - See Figures 3 and 4 )

The planned new access route was selected to provide the shortest
distance to the well site with acceptable grades from the main
connector road. Temporary access will be built initially. If the
facility is productive, the temporary road will be improved as

follows:

1. Width: The average dirt width will be 28 feet. The average
traveled surface width will be 20 feet. Road construction will

be in accordance with typical roadways requested by the U. S.

Bureau of Land Management.

2. Maximum Grades: Grades will be kept to a minimum using all
available engineering techniques. We will have grades that are

safe and passable under adverse weather conditions and that
utilize the existing topography and surface geological
conditions.

3. Turnouts: None needed.

4. Ditching and crowning:

5. Drainage Design: Prior to construction of the new access road,

the brush and topsoil will be windrowed to each side of the
alignment outside construction limits. The subgrade surface

will be a minimum elevation of one foot above ditch grade. The

road surface will be center crowned and the inslopes will have a

maximum slope of 3:1 and fill slopes will be a maximum of 2:1.

Water bars and/or water



6. Culverts Use, Major Cuts and Fills: Culverts needed are shown
on Figure

Max: cut - O
Max: fill - O

7. Surfacing Material: The proposed permanent access road will be
constructed with native material.

8• Gates, Cattleguards, Fence Cuts: None anticipated.

9. New portion of road will be center flagged.

III. LOCATION OF EXISTING WELLS

The proposed well is a development well. Exhibit A shows existing
wells within a one mile radius.

A. Water Wells: 0
B. Abandoned Wells: 1
C. Temporarily Abandoned Wells: 0
D. Disposal Wells: 0
E. Drilling Wells: 0
F. Producing Wells: See Exhibit A
G. Shut-In Wells: 0
H. Injection Wells: O
I. Monitoring or Observation Wells: None.

IV. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

A. Existing facilities within one mile owned or controlled by
Lessee/Operator:

1. Tank batteries - 2
2. Production facilities - 2
3. Oil gathering lines - 0
4. Gas gathering lines - 1 - NWPL to the SW
5. Injection lines - 0
6. Disposal lines - 0

B. New facilities in the event of production:

1. New facilities: May consist of a well head, condensate tank,
production unit, meter house, all of which would remain within
the disturbed area. Exhibit B shows our most typical
arrangement for this area.

2. Dimensions of the facilities are shown in Exhibith

3. Construction will be to strip the topsoil, level drilling pad.
Dehydrator pits will be constructed with soil materials native
to the site. Construction methods will be employed to assume
that no drainage flows are impounded to prevent the loss of any
hydrocarbon from the site. This is to be done in a manner to
facilitate rapid recovery and clean up.



4. Protective measures to protect wildlife and livestock:
Dehydrator pits shall be overhead flagged should any hydrocarbon
material be present on the surface. The dehydrator pits shall
be fenced to prevent entry of livestock or wildlife.

C. Plan for rehabilitation of disturbed areas no longer needed for
operations after construction completed.

Upon completion of well, areas required for continued use will be
graded to provide drainage and minimize erosion. Those areas not
required for continued usage will be graded to provide drainage and
minimize erosion. Those areas unnecessary for use will be graded to
blend with the surrounding topography. Topsoil will be replaced on
those areas and seeded according to BLM specifications.

V. LOCATION AND TYPE OF WATER SUPPLY

A. The water source is to be from a legal private source.

B. Water transportation system:

C. Water wells: None

VI. SOURCE OF CONSTRUCTION MATERIALS

A. Materials: Construction materials will consist of soil encountered
with the boundaries of the proposed site. Topsoil will be stripped
to a depth of six inches and stockpiled .

B. Land Ownership: The planned site and access roads lie on Federal
land administered by the United States Department of Interior, U. S.
Bureau of Land Management.

C. Materials foreign to site:

D. Access road shown under Figures 3 and 4.

VII. METHODS OF HANDLING WASTE MATERIALS

A. Cuttings: Will be contained within the limits of the reserve pit.

B. Drilling fluids: Will be retained in the reserve pit.

C. Produced fluids: No substantial amount of water is expected. The
amount of hydrocarbon that may be produced while treating will be
retained in the reserve pit. Prior to clean up operations, the
hydrocarbon materials wil be skimmed or removed as the situation
would dictate.

D. Sewage: Sanitary facilities will consist of at least one chemical
toilet and after the completion of operations, the sewage will be
removed and disposed of.





C. Restoration Plans - No Production Developed: Of course the reserve
pit will be restored as described above. With no production
developed, the entire surface disturbed by construction of the
drilling pad will be restored to its natural terrain and reseeded per
Bureau of Land Management requirements.

D. Private Surface Restoration:

IX OTHER INFORMATION

A. Surface Description: ' Canyon bottom with SW drainage. Predominant
. vegetation includes sagebrush, serviceberry and native grasses.

B. Other Surface-Use Activities: The surface is federally owned and
managed by the BLM/USGS. The predominant surface use is mineral
exploration and production with minimal grazing activity.

C. Proximity of Water, Dwelling, Historical Sites:

1. Water: None within one mile.

2. Occupied Dwellings:
3. Historical Sites: An archaeological reconnissance has been

performed for this location and report is on file with the
appropriate USGS/BLM offices.

XII. OPERATOR' S REPRESENTATIVE

Field personnel who can be contacted concerning compliance of this
Surface Use Plan are as follows:

Charles Jenkins Don H. Morrison
P. O. Box 3249 P. O. Box 3249
Englewood, Colorado 80155 Englewood, Colorado 80155
Phone: (303) 740-4800 Phone (303) 740-2588

XIII. CERTIFICATION

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drill site and access route; that I am familiar
with the conditions as they actually exist; that the statements made in
this plan are, to the best of my knowledge, true and correct; and that
the proposed work performed by Tenneco Oil Company and its contractors
and sub-contractors in conformity with this plan and the terms and
conditions under which it is approved.

DATE: June 21, 1982
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Tenneco Oil
Exploration and Production
ATennecoCompany

Rocky Mountain Division

P.O.Box 3249 Delivery Address:
Englewood,Colorado 80155 6061 South WillowDrive
(303) 740-4800 Englewood, Colorado

February 2, 1981

U.S. Geological Survey
2000 Administration Bldg.
1745 west, 1700 South
Salt Lake City, Utah 84138

Re: TOC Hogle USA 15-5
1820 FNL, 500 FWL
Sec. 15, T17S, R24E
Grand County, Utah

Gentlemen:

Pursuant to NTL-6 Part II A, a preliminary environmental review is requested
prior to the entry on the ground for the purpose of staking the referenced
location, access road, and other surface use areas.

Please notify us at your earliest convenience of the status of approval.

Yours very truly,

TENNECO OIL COMPANY

M. L. reeman
Staff Production Analyst

MLF/pms
Enclosure

cc: Bureau of Land Management
P.O. Box M
Moab, Utah 84532

LTOEP lO3A
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NICKENS and ASSOCIATES

P.O. Box 727
Montrose, Colorado 81401

IPhone: (303)249-3411

April 14, 1981

Mr. M. L. Freeman
Tenneco Oil Exploration and Production
P.O. Box 3249
Englewood, Colorado 80155

Dear Mr. Freeman:

Our personnel have completed cultural resource inspections at the
following proposed well locations as requested by Armstrong Engineers
of Grand Junction, Colorado:

Hogle USA 15-5 proposed location "B" and its associated access
road, Grand County, Utah

Inspection of these locations revealed no prehistoric or historic
resources within the proposed impact areas. Therefore, copies of the
BLM-required Summary Report are being forwarded to the appropriate
Federal review offices together with our recommendation that no
further cultural resource consideration is necessary for the
above-referenced locations. An invoice for this work will follow.

Please contact me if you have any questions.

Sincerely,

Paul R. Nickens, Ph.D.
Principal investigator

PRN/j
Enclosure

cc: BLM - Moab District
BLM - Grand Resource Area
BLM - Utah State Office ggg gg
U.S. Geological Survey

TENNECO OIL CO.



U.S.
epartment of the Interior BLMReport No. j_j -_jj j j_j
Bureau of Land Management i 4 lo

Utah State Office Report Acceptable Yes
_

No

Summary Report of Mitigation Acceptable Yes No
Inspection for Cultural Resources Comments:

1. Report Title \WlEjLjLj/jA C CJEjS S |T jE NjNjEjCIOj (U(S (Al 1(5j-(5j j \
11 40

2. Development Company Tenneco oil Exploration and Production

3. Report Date \ 4| | 10 |1|9|8|1| 4. Antiquities Permit No. 81-Ur-ll3
4l 42 43 46
MONTH YEAR

5. Responsible Institution jNjI|ClKjE NjSj |&\ |A|S|S lo(C| County Grand
47 61

6. Fieldwork Location: TWNjlj7S | Range(2j4|El j Section(s)[1]5J L_I_J\ JJ [__1]
62 65 66 69 7071 7273 7475 7677

TWN| | | Range j [ | ( i Section(s) [ _j_ j ( j [ _ j
78 81 82 85 86 87 88 89 9091 92 93

7. Resource Area (Bjcj TWN[ Range jj \ \ \ Section(s) [ J_j [[ j [ _j [ [_j
IIO III 94 97 98 101 102103 104105 106107 IOB109

PO= PONY EXPRESS, BR= BEAR RIVER, PR= PRICE RIVER, WS=WARM SPRINGS Fill in spaces 65,69,81,85,97, 101 Only if:
BC= BOOK CLIFFS HR=HOUSE RANGE SE= SEVIER RIVER V=Vernot Meridian
HM: HENRY MOUr1TAINS BE= BEAVE'R RIVER DX = DIX lË
KA=KANAB ES=ESCALANTE, SJ=SAN JUAN', GR= GRAND

H=Half Township
SR=SAN RAFAEL, DM=DIAMOND MOUNTAIN,

8. Description of Examination Procedures: A short access road leading off fram the
East Canyon Road was examined by two archaeologists. The well location was also
inspected for cultural resources in parallel sweeps beginning at one corner of
the 310 ' by 165' area.

9• Linear Miles Surveyed ¡ ¡ \ | | | | 10. Inventory Type
ond/or 112 117

R= Reconnaisance
Definable Acres Surveyed Llllll I 1= Intensive

and/or 118 123 S= Statistico! Somple

Legally Undefinable Acres . . i i . i .

Surveyed I i I I I I I
(*A parcet hard to cadastrol 4locate i.e.,Snter of section)

11. Description of Findings (attach appendices, if appropriate) 12, Number Sites Found. (0( | j i i
No sites= O 131 135

No cultural resouræs were observed.
CoNection: i Y=Yes, N=No

136

14. Actual/Potential National Register Properties Affected:

N/A

15. Conclusion/Recommendations:
Cultural resource clearance is recaninended for the proposed access and well location.

16. Signature and Title of Institut al Officer Responsible
Principal Investigator

Archaeologist: ('' p /
Note: Inclurie only requested infomation in numbered



T.175, R.24E, Salt Lake P.M.
U.S.G.S. Dry Canyon, Utah 7.5'

1970 Quad
Hogle USA 15-5
Grand County , Utah
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** FILE NOTAT10NS**

DATE:, 9 $Ò
OPERATOR: Q)(\gM) [gg(
WELLNO: \5--\ \
Location: T. OS R. 6 County:

F¿te Paepaked EnteAed on W.I.7:

Caxd Indexed: Completion Sheet:

API Nu.mbeA g - ()
- 3 09 6

CHECKEDBY:

Petroleum Engineer he

Administrative Aide

APPROVALLETTER:

Bond Requixed: SuAvey Plat RequiAed :

OAdeA Wo P P~ÑO Ë 0.K. Rufe C-3

Rufe C-3(ch Topogxaph¿c Except¿on - company owns o contAofs acAeage
w¿th¿n a 660' kadius og pAoposed a¿te

Leas e Designat¿on Plotted on Map

AppAovat Lettex GIA¿tten

Hot Line P. I



June 30, 1982

Tenneco Oil Company
P.O. Box 3249
Englewood, Colorado 80155

RE: Well No. TOCUSA#15-11
Sec. 16, Il78, R24E
Grand County

Insofar as this office is concerned, approval to drill the above
referred to gas well is hereby granted in accordance with the Order issued
in Cause No. 165-4, dated 06-26-79. The above referenced well is in
spacing and drilling Unit No. 5 in said Cause No. However, this is
under the stipulation that you furnish the Division With information
regarding deviation procedures and the final bottom hole location.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediately notif.y the following:

CLEONB. FEIGHT
Office: 533-5771
Home: 466-4455

Enclosed please find Fone OGC-8-X, which is to be completed whether
or not water sands (acquifers} are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence and that the drilling contractor and
rtg number be identified.

The API number assigned to this well is 43-019-30959.

CHIEFPETROLEUMENGINEER

RJF:SC
cc: Minerals Management Service



à e
Tenneco Oil
Exploration and Production
A Tenneco Cornoan

Western Rocky Mountain Division
P.O.Box 3249 DeliveryAddress:
Englewood, Colorado 80155 6061 South Willow Drive
(303) 740-4800 Englewood, Colorado

July 26, 1982

Minerals Management Service
2000 Administration Bldg
1745 West 1700 South
Salt Lake City, UT 84104

ATTN: Ed Guynn

RE: g e Status for 1982
Locations

Dear Ed:

Tenneco hereby requests that your office designate the following
wells as "tight Hole", as we consider the information from these wells as
proprietary;

TOC TXO POGO USA £5111~

Your cooperation in this matter will be greatly appreciated.

Sincerely yours,

TENNECO OIL COMPANY

Don H. Morrison

DHM/dd

Sr. Production Analys

cc: e of Utah - Oil & Gas Conservation

DIVfŠl0NOF
OIL,GAS&



Oil and Gas Operations
2000 Administration Building

1745 West 1700 South
Salt Lake City, Utah 84104

October 29, 1982

Mr. M.L. Freeman
Tenneco Oil Company
Western Rocky Hountain Division
P.0. Box 3249
Englewood, Colorado 80155

Re: Return Application for Permit
to Drill
Well No. 15-11

Section 15-T17S-R24E

Grand County, Utah
Lease No. SL-071172

Gentlemen:

The Application for Permit to Drill the referenced well was received
in this office June 25, 1982.

In our letter to you dated August 19, 1982, it was stated that the ap-

lication would have to be brought administratively complete within 45
days. Since this has not been accomplished, we are returning the ap-

plication unapproved.

If you again desire to drill at this location, a new complete package
must be submitted.

If you have any questions, please feel free to call this office.

Sincerely,

E. W. Guynn
District Oil & Gas Supervisor

bec: SHA
State 0&G -""

MMS-Vernal
Well File
APD Control



November 12, 1982

Mr. M. L. Preeman
Tenneco 011 Company
Western Rocky Mountain Division
P. O. Box 3249
Englewood, Colorado 80155

RE: Well No. 15-11
Soc. 15, T.178, R.24E
Grand County, Utah

Gentlemen:

Approval of Application for Permit to Drill the above referenced
well is rescinded without prejudice as of the above date in concert
with action taken by Minerals Management Service.

If you intend to drill this location at a future date, a new
application for permit to dri11 may be submitted for State approval.

Sincerely,

Norm Stout
Administrative Assistant
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